
TB2

P1P2

D1

F1

D2

J1

J2

D12D13

J3

D10

TB1

MODE
FAI

B
U

S
S

F
A

I

FA
IM

38-137 Rev B01
BA

FAI INPUT
V+V-

AlarmSaf c 2006

SAME TYPE AND RATINGREPLACE FUSES ONLY WITH
UTILISER UN FUSIBLE DE RECHANGE DE MEME

FLT

FAI

B1

B1

B2

B2

RET

PWR LTD
+ -

DC1 DC2

+-
DC1 DC2

+DC1- -DC2+

B1 B2 FAI

ATM-15
L

B
U

S
S

2
C

O
N

N
E

C
T

Fire Alarm Input Module
Operating and Installation Instructions

52-382 Rev B.01

Model FAIM

3/1/2024



I.  Warnings and Notices

 WARNING - To reduce the risk of fire or electric shock, do not
expose this product to rain or moisture

 WARNING - This installation and all servicing should be made by  
qualified service personnel and should conform to all local codes

 NOTICE - This equipment shall be installed in a manner which
prevents unintentional operation from employees or other personnel
working about the premises, by falling objects, by building vibration
and by similar causes

 NOTICE - This equipment is not intended for use within the patient
care areas of a Health Care Facility

Symbol Definitions

m WARNING  - Read the instruction manual to avoid personal injury or property damage

c WARNING  - Risk of electric shock.  Service to be performed by a qualified service person
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Section 1
Introduction

The FAIM (Fire Alarm Input Module) provides a Fire Alarm Input to AlarmSaf power
supplies which employ an ABC connector.  It accepts a DC voltage, NO or NC
contact, open collector, or reverse polarity input and includes an optional latching
function.  The FAIM provides its output either via terminal strip or ABC buss.

 Accepts a variety of input methods for compatibility with a wide range of
systems, including NO/NC contact, voltage input, open collector, or polarity
reversal

 Two separate output terminals provided - one 8A fused non-power limited output
and one 1.6A PTC protected power limited output.  These outputs drop power
upon the FAIM receiving a valid input signal.

 Two methods of connection of the output to the ABC buss are allowed
 Method 1 connects an FAI control signal to the ABC buss for controlling

other AlarmSaf accessory boards, such as the MB8(F).
 Method 2 connects the power output of the FAIM to the B2 buss of the

ABC connector.  This allows the use of accessory boards such as the
PD8(F) for grouped FAI controlled outputs.

 Optional latching feature provides compatibility with Canadian requirements
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Section 2
Applicable Standards / Documents

NFPA Standards
NFPA 72 National Fire Alarm Code
NFPA 70 National Electrical Code
NFPA 731 Standard for the Installation of Electronic Premises Security Systems

US Standards
UL 294 Access Control System Units
UL 1481 Power Supplies for Fire Protective Signaling System
UL 1076 Proprietary Burglar Alarm Units and Systems
UL 2044 Commercial Closed-Circuit Television Equipment

Canadian Standards
ULC S527 Standard for Control Units for Fire Alarm Systems
ULC S318 Standard for Power Supplies for Burglar Alarm Systems
CAN/CSA-C22.2 No. 107.1-01 General Use Power Supplies

Other
Applicable Local and State Building Codes
Requirements of the Local Authority Having Jurisdiction (LAHJ)

Other AlarmSaf Documents
52-375: PS5-M Instruction Manual
52-376: RMDC Instruction Manual

52-382 Rev B.01
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Section 3
System Overview

3.1 Electrical Ratings and Specifications

Model Number
FAIM

Electrical Ratings

ATM-10 Automotive Miniature Blade-typeFuse Type 

DC1 - 1.6A Maximum - Power Limited
DC2 - 8A Maximum or the maximum current capability of the
connected power supply
Output voltages determined by base power supplies and jumper
selections

Outputs

Power Input:  12-24VDC Nominal @ 14 Amps maximum
Control Input:  9-33VDC @ 3.3mA Maximum

Inputs

Product Use
When installed in accordance with all standards listed in Section 2 of this document
and used with an appropriate listed supply, the FAIM provides a Fire Alarm Input
and controlled outputs for powering devices such as (but not limited to) Mag Locks,
Door Strikes, Card Readers, Smoke Dampers, 4-Wire Smoke detectors, etc.

 800.987.1050             
         www.alarmsaf.com

Tel: 978.658.6717
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3.2 FAIM Terminal and Connector Descriptions and Electrical Ratings

DC2+
8A Maximum - Voltage and Max Current

controlled by base supply
Non-Power Limited

output
DC2-
DC1-

1.6A Maximum - Voltage and Max Current
controlled by base supply

Power Limited output
DC1+

TB2 - Outputs

Latching InputL
Voltage Output +V+
Input Terminal BB
Input Terminal AA

9-33VDC at 3.3mA Maximum

Voltage Output -V-
TB1 - Fire Alarm Input

ABC Input or OutputP2
12-24V Nominal at 14A per Buss (controlled by

base supply(s)
ABC Input or OutputP1

RatingDescriptionTerminal / Connector

Fig 3.2.1
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3.3 ABC Connectors and Harnesses
3.3.1  The ABC buss supplies the voltages (B1 and B2) and FAI control to
compatible accessory boards.  B1 is supplied through pins 5 and 6 while B2, if used,
is supplied through pins 7 and 8 of each connector.  By using the appropriate
cables, one or two independent voltage sources can be connected to the FAIM.

Note:  The voltage on Buss B1 MUST be 12V or higher

3.3.2  When using ONLY terminal strip output(s)
3.3.2.1  Only a connection to the B1 Buss is required.  If the B2 buss is used for
a different supply voltage, it may pass through the FAIM (J2 MUST be in the
bottom position).

3.3.3  When connecting FAIM output to B2
3.3.3.1  When J2 is in the top position, the connection to B1 is the INPUT to the
FAIM and B2 is the OUTPUT from the FAIM.  No other voltage source can be
connected to the B2 buss. (Failure to comply with this requirement may result in
damage to the supplies or connected equipment.)

3.3.4  Cable Types

ABC-01 Used to connect a power supply to the first accessory board, when the
ABC slot is used or accessory board is located close to power supply.

ABC-02 Used to connect a power supply to the first accessory board, when the
ABC slot is used or accessory board is not located close to power supply.

ABC-03 Used to connect accessory board to accessory board over short
distances.

ABC-04 Used to connect accessory board to accessory board over long distances.
ABC-05 Short cable used to connect two power supplies to single accessory board

for high power dual voltage systems.
ABC-06 Long cable used to connect two power supplies to single accessory board

for high power dual voltage systems.

52-382 Rev B.01
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3.4 Output Terminals
The FAIM’s output terminals (TB2) provide the controlled output from the FAIM.
Output DC1 is a power limited output protected by a 1.6A PTC.  Output DC2 is a
non-power limited output protected by a 10A fuse.

If the DC1 output PTC is tripped, remove the output load by removing the output
wiring for 30 seconds.  This may be accomplished by removing the pluggable
terminal strip.

Caution -  Observe the polarity of the FAIM output terminals with respect to the load
or damage to the load may occur.

3.5 Input Terminals
The FAIM’s input terminals (TB1) provide the control for the DC1 and DC2 outputs.
The input can be selected for fail-safe or fail-secure, as well as for voltage input, dry
contact, or open collector activation.

See section 5.1.4 for jumper settings and terminal connections
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52-382 Rev B.01
Page 9 of 15

FAIM  Installation  Instructions 

AlarmSaf 6 Ledgerock Way, Unit 7, Acton, MA 01720, USA,  978.658.6717,  www.alarmsaf.com



Section 4
Installation

4.1 Mounting
The FAIM mounts to the back of a metal enclosure or onto the accessory board
space on a listed AlarmSaf power supply.

4.1.1  Mounting to the back of an enclosure
1. Install four 6-32 x 3/4” Female-Female standoffs on the appropriate mounting

studs in the enclosure (the aluminum standoff, if present, is installed on the
top left mounting stud). 

2. Place the FAIM onto the standoffs and secure using the included 6-32 x 3/8”
screws.

3. Connect ABC cable(s) appropriately (See section 3.3)

4.1.1  Mounting to an approved power supply
1. If not already present, install the four 6-32 x 3/4” standoffs to the power

supply (the aluminum standoff, if present, is installed on the top left mounting
stud).

2. Place the FAIM onto the standoffs and secure using the included 6-32 x 3/8”
screws

3. Connect ABC cable(s) appropriately (See section 3.3)

52-382 Rev B.01
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4.2 Wiring
4.2.1 Wire Routing

All wiring must be installed in accordance with NFPA70 [NEC760], NFPA72, and
all local code requirements.

Power Limited wiring requires that power limited and non-power limited wiring
remain physically separated.  Any power limited circuit entering the enclosure
must remain at least one quarter inch (¼”) away from any non-power limited
circuit wiring.  Any power limited circuit wiring must enter and exit the enclosure
through different knockouts than non-power limited circuit wiring.

Wiring within the enclosure should be routed around the perimeter of the
cabinet.  It should not be routed across the circuit boards.  See the enclosure’s
documentation for complete wire routing instructions.

4.2.2 ABC Connector
See section 3.3

4.2.3 Output Wiring
Locate the output wiring terminal block (TB2) on the PC board and remove the
terminal block from the header.  Connect the wiring for the equipment to be
powered to the terminal block.  The PC board is labeled with the output numbers
and polarity (See also Sections 3.2 and 3.4).  Replace the terminal block on the
header.  

NOTE:  Wire size for these terminals must be 22-14 AWG.

4.2.4 Fire Alarm Input Wiring
Locate the input wiring terminal block (TB1) on the PC board and remove the
terminal block from the header.  Connect the wiring for the fire alarm input to the
terminal block.  The PC board is labeled with the terminal designations (See also
Sections 3.2, 3.5, and 5.1.4).  Replace the terminal block on the header.  

NOTE:  Wire size for these terminals must be 22-14 AWG.

4.3 Labeling
If the FAIM was purchased separately from the power supply unit, the supplied
label must be applied to the inside cover of the power supply’s enclosure.  The
label shall not cover any ventilation holes or other labeling on the enclosure.

52-382 Rev B.01
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Section 5
Operating the FAIM

5.1 Jumper Configuration
Before powering a system containing an FAIM, the jumpers must be set for proper
operation.  Failure to do so before applying power could damage the system.

Down
Up - FAI signal connected to FAI buss of ABC
Down - FAI signal NOT connected to ABC

FAI Buss
Connection

J3

Down
Up - FAIM output connected to B2 Buss
Down - No connection to B2 Buss

B2 Buss
Connection

J2

Right
Right - Non-Latching
Left - Latching

FAI ModeJ1

Factory DefaultSettingsDescriptionJumper

5.1.1 FAI Mode (J1)
This jumper enables the latching mode for the FAIM.  The latching mode
causes the FAIM’s outputs to latch in the off mode when a valid input is
received - even if the input it removed.  A separate NC reset contact is
required to reset the FAIM.  In addition to this jumper setting, a specific wiring
method is required to use the latching feature.  See Appendix A for details on
wiring the FAIM’s input terminals in the latching mode.

5.1.2 B2 Buss Connection (J2)
This jumper connects the FAIM’s output to the B2 buss of the ABC
connector.  This allows for bulk switching of distributed outputs using PD8(F)
modules.  This option is for single voltage systems only - if any other supply
or accessory board is connecting a voltage to the B2 buss, this jumper MUST
be in the DOWN position or damage to the system may occur.

5.1.3 FAI Buss Connection (J3)
This jumper connects a control signal to the FAI buss of the ABC connector.
This allows control of FAI-enabled accessory boards, such as the MB8(F) or
CMB8(F).

52-382 Rev B.01
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5.2 Visual Indicators
The FAIM has five LEDs to indicate it’s status.
 Buss Voltage 1 (D1) - Indicates that voltage is present on the B1 buss when lit
 Buss Voltage 2 (D2) - Indicates that voltage is present on the B2 buss when lit
 FAI (D10) - Indicates that the FAIM is receiving an FAI signal on its input when lit
 DC1 (D13) - Indicates that the DC1 output has power available when lit
 DC2 (D12) - Indicates that the DC2 output has power available when lit
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Figure 5.2.1

52-382  Rev  B.01
Page 13 of 15

FAIM  Installation  Instructions 

AlarmSaf 6 Ledgerock Way, Unit 7, Acton, MA 01720, USA,  978.658.6717,  www.alarmsaf.com



5.3 Troubleshooting

FAI LED only lights when FAI
input is activated

FAI input not activatedFAI LED not lit

Check FAI inputFAI input activatedFAI LED lit

Verify that the FAI input is not
active

FAI Input activated

Check B2 power supply and
ABC cable

No voltage on B2 Buss
Buss Voltage 2 LED not lit

Check B1 power supply and
ABC cable

No voltage on B1 BussBuss Voltage 1 LED not lit

Check power supply
Power supply outputting
incorrect voltage

Incorrect voltage on output

Verify contact / voltage / open
collector being used to activate
the input is activating properly

Input not being activated

Verify proper input and output
jumper settings

Improper Jumper Settings
Input not operating as
expected

Verify correct state of input and
input wiring configuration

Input not in correct state

Check output wiring and
remove load for 30 seconds to
reset

Tripped output PTC (DC1
output)

Check output wiring and
replace fuse

Blown output fuse (DC2 output)

Verify the power supplyNo voltage supply

Verify jumpers present and in
the correct position

Missing or incorrectly set
jumper

No voltage on output

SolutionPossible CauseCondition
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Section 6
Specifications

6.1 Electrical Specifications
6.1.1 Input Voltage (B1 and B2) 12-24VDC Nominal

Note:  B1 MUST be 12V or 
higher.

6.1.2 Input Current (B1 and B2) 14A maximum per buss
6.2 Temperature Specifications

6.2.1 Ambient Temperature Range 0ºC to 49ºC (32ºF to 120ºF)
6.2.2 Ambient Humidity 93% at 32ºC (90ºF) Maximum

6.3 Mechanical Specifications
6.3.1 Weight 0.10 LBS (Not including

hardware or cables)
6.3.2 Size 4.83”L x 2.10”W x 0.75”H

Note:  Width includes terminal 
block overhang of 0.1”

6.3.3 CAD Drawing

Figure 6.3.1
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contact, or open collector for activation. 

The diagrams below show various wiring methods.  Verify all jumpers are set properly.

Remote normally open, dry contact trip using the 
internal voltage source of the FAIM. 
Internal FAI Mode jumper (J1) must be set to the 
right. 

Remote normally open, dry contact trip using an 
external voltage source with a common return to 
the FAIM. 
Internal FAI Mode jumper (J1) must be set to the 
right.

Remote normally open, dry contact or open 
collector trip using the internal voltage source of 
the FAIM.
Internal FAI Mode jumper (J1) must be set to the 
right.

APPENDIX A: FAI Input Wiring Applications

The FAI input may be wired to latch if required by local codes, and accepts a 9-30V DC voltage, NO/NC 
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Remote normally open, dry contact or open 
collector trip using the internal voltage source of 
the FAIM.
Internal FAI Mode jumper (J1) must be set to the 
right.

Remote normally closed, dry contact trip using the 
internal voltage source of the FAIM.
Internal FAI Mode jumper (J1) must be set to the 
right.

Remote normally open, dry contact or open 
collector trip using the internal voltage source of 
the FAIM with latch function. 
Remote reset switch is used to unlatch FAI 
condition after system alarm is restored to normal 
supervisory condition.
Internal FAI Mode jumper (J1) must be set to the 
right.

APPENDIX: FAI Input Wiring Applications
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